
¥ Variable speed controls
located on the operator end
of the conveyor allows the
operator to adjust the
speed of the conveyor from
0 - 120 FPM as needed for
various operations (unit is
fully reversible).

¥ Self-tracking. Capable of
handling a wide range of
material sizes without the
need of side rails, even
around the curves.

¥ Non-marking roller option
allows the material to
be transported without
marring of surfaces -
call for details.

¥ SuperOptic options such
as indexing optics, pack-
age stop optics, and zero
pressure accumulation
optics allow for total
product control.
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¥ Conveyor height is fully
adjustable to interface
with various brands of
edge banders and
sanders.

Standard Features and Specifications
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¥ 30 inches wide

¥ 5Ó axles centers when fully expanded

¥ DC drive motors

¥ Approximately 6 amps per 24 feet of conveyor

¥ Height adjustable from 31.5 to 44.5 inches

¥ Variable speed from 0Ð120 FPM (fully reversible)

¥ Heavy Duty square tubing legs

¥1.59 inch high alloy extruded aluminum side

¥ 6 X 2 inch casters with brakes

plates with ribbed design for added strength

¥100 lb.capacity per linear foot on level conveyor

¥ On/Off switches located at both ends of conveyor

conveyor to operate from a single power source

¥ Interfacing kit allows multiple sections of

¥ All live rollers Ð no dead spots

Model WMB 1.5-30-30-5 30 feet expanded
9.75 feet compacted

Several lengths and widths are available - please contact

your sales representative for more information.

Contact: Steve Cox, National Sales Mgr.

E-mail: steve.cox@woodmotion.com



¥ Allows edge banding and sanding
processes to be completed by a single
operator located at the feed end of the
equipment ÐSaves labor and greatly
reduces cost

¥ Ergonomic design feeds material to 
operator at a safe working height Ð
No unnecessary bending down, lifting 
or reaching

¥ Eliminates awkward transfer carts or
bulky, space-wasting traditional fixed
returns

¥ The expandable/compactible feature 
provides the flexibility needed for 
woodworking operations and requires 
minimum storage space

¥ You can quickly and easily move the 
conveyor out of the way when the unit 
is not in operation (Approximately 3:1
compaction ratio)

¥ The tight turning radius saves valuable
floor space and gives you the flexibility
to work in tight areas

¥ All Best/Fleẍ Woodworking System 
units can be easily connected to operate
together from a single power source for
applications where greater length 
is required

¥ Multiple uses ÐThe same conveyor you
use in production lines can be quickly 
and easily moved to handle shipping &
receiving applications


